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EI 84
DIN EN 61558-2-6 VDE on request

VDE-Mark for 
Glow-Wire-Test DIN EN 60 335-1 VDE on request

UL 5085-3 UL on request

UL 5085-1 UL on request

C22.2 CSA on request

- according to REACH regulation
- according to RoHs regulation

Printed-Circuit-Board transformers
Output Power: 75.0 VA  –  100.0 VA

Type cast housing “0” with 12 connection pins

Frame size/Core height Output Power ta 70  °C/B Height (h) Weight

BV EI 841 .... /29.5 mm   75.0 VA max. 63.6 mm  1.600 kg
BV EI 842 .... /43.5 mm 100.0 VA max. 77.1 mm 2.100 kg

Individual version!
Custom-made models are available on request, e.g. with or 
without mounting brackets, other heights, pin configurations 
or connections.

Type cast housing “0” with 16 connection pins

Dimensions without tolerances ± 0.3 mm,  
rights to make alterations and improvements hereby reserved

Dimensions without tolerances ± 0.3 mm,  
rights to make alterations and improvements hereby reserved

View looking onto pins

View looking onto pins
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rcuit-Board transformers
Output Power: 75.0 VA  –  100.0 VA

ta 70  °C/B Height (h) Weight

A 63.0 ± 0.5 mm  1.600 kg
A 76.5 ± 0.5 mm 2.100 kg

Individual version!
Custom-made models are available on request, e.g. with or 
without mounting brackets, other heights, pin configurations 
or connections.

Dimensions without tolerances ± 0.3 mm,  
rights to make alterations and improvements hereby reserved

Dimensions without tolerances ± 0.3 mm,  
rights to make alterations and improvements hereby reserved

- according to REACH regulation
- according to RoHS regulation

View looking onto pins
Dimensions may vary depending on the height

View looking onto pins
Dimensions may vary depending on the height

Soldering pin 1.1 x 0.5 
Round pin Ø 0.8

Soldering pin 1.1 x 0.5 
Round pin Ø 0.8

Dimensions without tolerances ± 0,3 mm
Rights to make alterations and improvements hereby reserved

Dimensions without tolerances ± 0,3 mm
Rights to make alterations and improvements hereby reserved

- according to CE-/UKCA regulation
- according to RoHS-/REACH regulation
Further certifications / approvals on request!

deucker
Rechteck
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EI 84

Maße ohne Toleranzangabe ± 0,3 mm,
Ausführungsänderungen vorbehaltenAnsicht auf die Stifte

Type cast housing “0” with 20 connection pins

Type cast housing “KK” with 12 connection pins

Type cast housing “KK” with 16 connection pins

Printed-Circuit-Board transformers
Output Capacity: 75.0 VA – 100.0 VA

Dimensions without tolerances ± 0.3 mm,  
rights to make alterations and improvements hereby reserved

Dimensions without tolerances ± 0.3 mm,  
rights to make alterations and improvements hereby reserved

Dimensions without tolerances ± 0.3 mm,  
rights to make alterations and improvements hereby reserved

View looking onto pins

View looking onto pins

View looking onto pins
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View looking onto pins
Dimensions may vary depending on the height

Dimensions without tolerances ± 0,3 mm
Rights to make alterations and improvements hereby reserved

View looking onto pins
Dimensions may vary depending on the height

View looking onto pins
Dimensions may vary depending on the height

Soldering pin 1.1 x 0.5 
Round pin Ø 0.8

Soldering pin 1.1 x 0.5 
Round pin Ø 0.8

Dimensions without tolerances ± 0,3 mm
Rights to make alterations and improvements hereby reserved

Dimensions without tolerances ± 0,3 mm
Rights to make alterations and improvements hereby reserved

Soldering pin 1.1 x 0.5 
Round pin Ø 0.8

deucker
Rechteck



www.hahn-trafo.comPage 110

13
12

	
11

	
10

	
9	

8
7

6
5

4
3

2
1

02/2013  EI 84 · Page 3www.hahn-trafo.com

EI 84

Type cast housing “SV” for upright mounting

Type cast housing “KK” with 20 connection pins

Printed-Circuit-Board transformers
Output Capacity: 75.0 VA – 100.0 VA

Dimensions without tolerances ± 0.3 mm,  
rights to make alterations and improvements hereby reserved

Dimensions without tolerances ± 0.3 mm,  
rights to make alterations and improvements hereby reserved

View looking onto pins

View looking onto pins
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View looking onto pins
Dimensions may vary depending on the height

Dimensions may vary depending on the height

Soldering pin 1.1 x 0.5 
Round pin Ø 0.8

Dimensions without tolerances ± 0,3 mm
Rights to make alterations and improvements hereby reserved

Dimensions without tolerances ± 0,3 mm
Rights to make alterations and improvements hereby reserved

deucker
Rechteck


